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Luxaflex® Outdoor Screens er vakre og effektive 
rullegardiner som plasseres utvendig på fasaden 
til hus og leiligheter. Outdoor Screens gir meget 
god beskyttelse mot solen hele året og gir et 
behagelig innemiljø. 

På varme sommerdager kan screens redusere 
varmen som kommer inn i huset med opptil 
90%. Du får også svært god beskyttelse mot 
gjenskinn når du ser på TV eller jobber ved 
datamaskinen, og i tillegg er møbler og gulv 
beskyttet mot falming. 

Kort sagt, en veldig effektiv solskjerming som 
ikke krever mye plass, men er naturlig integrert i 
det ytre miljøet. Produktet passer de fleste hus- 
og vindusmodeller. 

Screenvev eller Mørkleggende vev 
Du velger mellom et såkalt screenvev eller et 
mørkleggende vev. Screenvev gir godt utsyn, 
skjermer for innsyn og beskytter samtidig 
effektivt mot varmegjennomtrengning. Det 
mørkleggende vevet velges hovedsakelig for 
soverom hvor man gjerne vil ha det veldig 
mørkt. Totalt kan du velge mellom et trettitalls 
vev som alle har forskjellige egenskaper. Les mer 
om våre vev på neste side.

Skreddersydd og med motor 
Alle Screens skreddersys etter dine vindusmål 
og du får bistand med måltaking og montering. 
Du velger mellom tre kassettmodeller med 
sidekanaler, som alle styres automatisk med 
motor. To av modellene har smart Zip system 
som med sitt glidelåsprinsipp holder vevet 
utspent og på plass i sidelistene slik at gardinen 
tåler vær og vind veldig bra.

Luxaflex® Outdoor Screens 

Effektiv regulering av lys og varme
Pro ZIP + Beufort ZIP

RECOs utendørs

Utendørs
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VEVKVALITETER

Sergé 3 %
Glassfibervev av høy kvalitet 
i flere farger som effektivt 
beskytter mot varme og 
solstråler. Screenveven har 3% 
åpenhetsfaktor – dette gir godt 
utsyn samtidig som en passe 
mengde dagslys slippes inn, slik 
at unødig varme og gjenskinn 
forhindres.

Sergé 1 %
Glassfibervev tilsvarende 
Sergé 3% men med 1% 
åpenhetsfaktor som gir et 
tettere vev, men likevel med 
utsyn.

Soltis 92
Mikroperforert screenvev som 
har god effekt på solvarme, 
men gir fortsatt utsyn. 
Åpenhetsfaktor 4%. 

Soltis B92
Mørkleggende vev som stenger 
ute lys, varme og UV-stråling. 
Værbestandig og holdbar. Ideell 
for lysfølsomme rom.

www.reco.no/solskjerming
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SERGÉ
Her vises et fargeutvalg av Sergé 3 %.

108108 • 3% grey108101 • 3% grey-white

117108 • 3% pearl-grey117101 • 3% pearl-white

117117 • 3% pearl101101 • 3% white

F F

F

B B

B

112101 • 3% sand-white 108112 • 3% grey-sand

113113 • 3% bronze 118113 • 3% black-bronze

108118 • 3% grey-black 118118 • 3% black

F

F

F

F B

B

B

B

www.reco.no/solskjerming
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MODELLER
Det er tre forskjellige modeller å velge 
mellom – alle med ulike egenskaper. Alle 
modeller leveres som standard med profil 
og hardvare i naturlig eloksert aluminium 
eller alternativt i fargene; lakkert hvit, 
antrasitt eller sort. Det er også mulig å 
bestille spesialfarger på profilene. Samtlige 
modeller leveres med en 230V motor som 
styres med veggkontakt, fjernkontroll eller 
med automatisk sol- og vindautomatikk. 

BEAUFORT® ZIPSCREEN 
Luxaflex® Beaufort® Zip er vår mest 
eksklusive modell som kan håndtere 
store vinduer og store vindbelastninger. 
Med zipsystemet forblir veven sikkert i 
sidekanalen selv om det blåser ute.  

PROSCREEN® ZIP
Luxaflex® ProScreen® Zip er vår universelle 
modell som passer både små og store 
vinduer opptil 3 meter. Modellen har også 
et zipsystem som holder veven på plass. 
Kassett og i to kassettstørrelser. 

PROSCREEN® 
Luxaflex® ProScreen® bygger på samme 
prinsippet som ProScreen® Zip bortsett fra 
at dette systemet ikke har en zipløsning. 
ProScreen® egner seg derfor til mindre 
vinduer som ikke er så sterkt utsatt for 
vind. 

Beaufort® Zipscreen

ProScreen® Zip
Kassett med faset kant

ProScreen® Zip
Firkantet kassett

RECO

RECO

RECO

www.reco.no/solskjerming



MINIMISE THE BOUNDARY BETWEEN 
INSIDE AND OUTSIDE

Outside is where people prefer to be. 
You can relax more easily, experience 
a certain freedom and increase 
productivity and creativity. By installing 
glass, the contact between the living 
and working environment and the 
outside world can be increased. The 
disadvantage of glass is that, of course, 
daylight and the sun’s rays shine in, 
which cause glare and increased thermal 
gain. The HunterDouglas® ProScreen 
external sun protection system is the 
perfect solution for making the living and 
working environment as comfortable and 
sustainable as possible.

HIGH QUALITY GLASS FIBRE FABRIC

So that you can create an optimal 
living and working environment the 
HunterDouglas® ProScreen is fitted with 
a high quality glass fibre fabric. The 
open weave of the glass fibre fabric 
reduces heat gain internally by 85%
and light level by 75%, while allowing 
diffuse light to pass through. The even 
distribution of the light that passes 
through the fabric ensures optimum 
contrast in the field of view and prevents 
glare. This is soothing to the eye and 
makes working with digital screens and 
displays very comfortable.

2 HunterDouglas® Sun Control - External Roller Blinds

Advantages of ProScreen

Workplace with solar shadingWorkplace fitted without solar shading
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Above: Warsaw Business Garden office buildings - Location: Warsaw, Poland - Architect: JSK

MINIMER GRENSELINJEN MELLOM 
INNE OG UTE 

Ute er stedet hvor mange foretrekker å 
være. Der kan du slappe av, kjenne på 
frihetsfølelsen og øke både produktiviteten 
og kreativiteten. Ved å bruke glass 
kan kontakten mellom innemiljøet og 
omgivelsene utenfor styrkes. Men glass har 
også en ulempe – dagslys og sollys slipper 
uhindret inn, noe som kan føre til gjenskinn 
og uønsket oppvarming. Reco sine Screen er 
en ideell løsning som skaper et komfortabelt 
og bærekraftig innemiljø, både hjemme og 
på arbeidsplassen.

HØYKVALITETS GLASSFIBERSTOFF 
 
For å skape et optimalt inneklima er alle 
våre Screens utstyrt med høykvalitets 
glassfiberstoff. Den åpne vevingen i stoffet 
reduserer varmeopptaket med opptil 85 
% og lysnivået med 75 %, samtidig som 
det tillater mykt, diffust lys å slippe inn. 
Den jevne lysfordelingen skaper optimal 
kontrast og hindrer gjenskinn, noe som 
er skånsomt for øynene og gjør det 
behagelig å arbeide med digitale skjermer.

Kontorplass uten screen

Uten skjerming Utvendig screen Innvendig screen

Kontorplass med screen

Fordeler med Screen



ZIP 100  by  Mado©© 2009 Hunter Douglas Inc.

Box 100 Fitting Guiding Design Details 

100mm 

Aluminium box 100x100mm 
 max width: 4000mm*, max height: 3500mm* 
 max area: 10500mm2 

Steel roller tube: Ø63 & Ø78
Plastic guidance profile: PP 

10
0m

m 

patent pending 

A1

B

A2

3 profiles (A1, A2 & B) make box accessible 
from all directions  
Chamfered version available 
Joints (patent pending): 
 - easy to fit 
 - invisible from the front side

PP

CONFIDENTIAL 

Beufort ZIP-detaljer

ZIP 100  by  Mado©© 2009 Hunter Douglas Inc.

Box 100 Fitting Guiding Design Details 

Classic way of fitting (roller shutters) = classic problems! 
 1. fit guiding profiles 
 2. mount box on profiles from above or … FRONTAL 
 (motorcable!) 
New way of fitting = patented 

Click in position & fix with 2 screws. 

CONFIDENTIAL www.reco.no/solskjerming



ZIP 100  by  Mado©© 2009 Hunter Douglas Inc.

Box 100 Fitting Guiding Design Details

No visible lines when connecting profiles: 
 box & guiding 
Aluminium end caps (in colour)

Integrated motor-bracket 
 suited for Somfy, Selve & Becker 
Easily to switch motor-side  
Universal bearing with clip-function CONFIDENTIAL 

www.reco.no/solskjerming



ZIP 100  by  Mado©© 2009 Hunter Douglas Inc.

Box 100 Fitting Guiding Design Details

Shape insert frontbar fits on the plastic profile (guiding)

Extra weight 
in bottom-rail: 

2x steel bar Ø16mm 
Coextruded profile 

on bottom-side

CONFIDENTIAL 

ZIP 100  by  Mado©© 2009 Hunter Douglas Inc.

Box 100 Fitting Guiding Design Details

CONFIDENTIAL 

www.reco.no/solskjerming



7HunterDouglas® Sun Control - External Roller Blinds

Control mechanism
RECESS

Proscreen box type 95 can also be 
used in a “recess” installation. A guide 
system that is mounted on the outer wall 
sealing it fully.

BOTTOM RAIL
HunterDouglas® ProScreen offers the 
choice of four types of bottom rail. The 
20 x 38 mm bottom rail, for use with the 
aluminium guides (type A), is fitted with 
a patented guide block to minimise noise 
from vibrations.

FINISH 

The bottom rail can be finished in a 
range of ways, specifically;
• white anodised 
•  powder coated in the desired RAL 

colour
•  finished in the pocket of the 

HunterDouglas® glass fibre fabric  
(type D).

The HunterDouglas® glass fibre fabric  
is the same width as the bottom rail.

Recess

For aluminium guides.
Aluminium 20 x 38 mm.
Fitted with our patented noise reduction.

For cable guides.
Aluminium 20 x 38 mm

Aluminium and cable guides.
Aluminium 18 x 25 mm

Aluminium and cable guides.
Steel Ø18 mm

A

B

C

D

Above: Warsaw Business Garden office buildings - Location: Warsaw, Poland - Architect: JSK
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HunterDouglas® ProScreen can be 
operated in a variety of ways:
1.  Motorised operation by a 230V motor, 

available in a range of designs and 
operated by:

 • a switch 
 •  a control system with a sun and 

wind sensor
 •  a bus (building management) 

system. 
2.  Manual operation with a rod 

mechanism.

Head box type 75 85 95

Manual x x

Motorised x x x

Control mechanism

GUIDE SYSTEMS

HunterDouglas® ProScreen provides 
six possible guide systems using two 
technologies.
1.  Stainless steel cable guide
2.   Extruded aluminium lateral guides. 

The extruded aluminium lateral guide 
profiles are fitted underneath with a 
black end cap, with the exception of 
the “Recess” profile.

Each type of guide system has been 
developed for a specific application or 
mounting method.

Stainless Steel Cable

27 x 27.5

27 x 20

57 x 27.5

27 x 50

27 x 95
Recess profile

HunterDouglas® Sun Control - External Roller Blinds

Motorised operation Manual operation

RECO outdoor

Proscreen detaljer

www.reco.no/solskjerming
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